
Complete Sharpening Kit 
Put A Surgical Edge On Your Tools 

 
- Welcome to a new way of putting an edge on your tools. This method takes you 

beyond the standard edge. 

- You will be able to de-burr and polish your tools like a fine swiss carving tool. 

This means they slide through the wood with a minimum amount of effort. 

- Don’t let the simplicity or the low price of this tool fool you. Once you own one, 

you’ll wonder how you did without this high quality edge on your tools. 

- Sharpens your cutting tools beyond the standard edge 

- De-burrs and polishes  

- Reduces the time required for sharpening 

- The finest honing system available 
 

SS09 Contents: 
- 2” x 1 ½” sanding drum with ¼” shank 

- On each 120-320-500 grit sanding sleeves 

- Leather honing sleeve and abrasive stick 
(this is a complete sharpening kit) 

 

Application 
   Almost all cutting tools (knives, chisels, turning tools, hand plane, carving tools etc.). Not 

recommended for use on large tools as the leather many become stretched. 

Principals of Sharpening 
   Examine the tool by holding the blade under bright light, (sunlight is very good) with the cutting 

edge of the tool facing you and in the up position.  

   Any area of the edge which is dull will reflect the light. (example A)  

   Determine the type of steel you will be sharpening. Stainless steel or utility blade (such as survival 

knife) must be sharpened at a much more blunt edge (steeper angle) than carbon steel or 

woodworking tools. (example B) 

    
 

 

 

 

 



 

Shaping the Blade 
   The object of this step is to remove the reflected light and put the correct angle on the cutting tool. 

Choose the correct sanding sleeve according to the following guidelines. Shaping the blade, removing 

chips or very dull blade (120 grit). The 320 grit is normally used to remove the machine marks caused 

by the 120 grit. The 500 grit is used after the previous sleeves or may be used by itself if a small 

amount of reflected light exists. The leather sleeve will be used after the sanding sleeves.  

Preparing the Kit for Operation 
Hand electric drill – Secure the drill to the work area with a vise or clamp. Insure that the drill is in 

forward and the chuck is on your left. Insert the drum into the chuck and tighten securely. The leather 

sleeve has a direction arrow inside the sleeve. Place the sleeve on the drum with the arrow pointing up 

on the portion of the belt nearest you. (example C).  

1. Drill in forward     

2. Chuck and drum to left 

3.  Sleeve arrow up 

4. Rotation of drum up and away from you. 

 

Drill press – The arrow will face left on the sleeve nearest you. 

   Tighten the sleeve to drum with the left handed nut on the drum shaft. Rub abrasive stick onto 

sleeve before connecting the drill to an electric outlet. An excessive amount of abrasive will be used if 

applied to the sleeve while the drill is operating. A new sleeve will require several applications. When 

sleeve becomes slick, remove excessive abrasive with rough sand paper or wire brush.  

Use of Sleeve 
   Insure blade is positioned as indicated in safety precautions #12. Remove all burrs, continue 

operation until the blade has a mirror finish (this allows the blade to slide through the material easily). 

Check for reflected light and repeat previous process if necessary. Maintenance of a slightly dull 

blade can normally be accomplished with the leather sleeve only. 

 

SAFETY PRECAUTIONS 
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